
Configuration list 

f Pro du ct Description _ quantity 

              V93000 System Infrastructure 

Compact Test Head 1 

OUT Scale interface CTH with hard docking, no DPS/util cables 1 

20m hose kit with 2 hoses for compact (16-slot/8-slot) test head 1 

18kW Cooler 1 

1,5m Site Water hose kit no magnetic valve, no leakage sensor for cooling unit E2760FAE/E2760FAT/E2760FAX 1 

Leakage sensor option for E2760FAE/E2760FAT/E2760FAX cooling unit 1 

Legacy kit for coupling E8014A to cooling unit E2760FAE including rectus couplers & CIF cable adapter 1 

AC/DC power unit 1 

Universal DC/DC power unit for test head 4 

System clock unit 2 

Power control unit for test head 2 

2-row pogo block for utility lines 8 

Pogo cable set for utility lines for OUT Scale interface, for 2- and 4-row pogo block 1 

SmartScale CommLink-11 kit for the CTH, Conmlink-11 based controlboards and related exchange parts 1 

Digital Resources 

Pin Scale 1600B Digital Card - extended memory 8 

Standard Pogo Cable for Pin Scale 1600 (8 x 16 pins) 8 

Device Power Resources 

DC Scale DPS64-HC, 64 high current channels enabled 1 

Pogo cable for E8023xx, to 8 10-pogo blocks 1 

Domestic stent 1 


