Dimensions  
Length from 2,300 mm
Width approx. 1,730 mm
Height approx. 1,650 mm
Conveyor system
Pin-and-chain conveyor
PCB width: 63.5-508 mm
PCB length: 127-508 mm
Maximum PCB top side clearance: 120 mm
Maximumg PCB bottom side clearance: 60 mm (30 mm upto z – variable)
Maximum PCB weight: 8 kg (option 12 kg)
Media supply
Nitrogen
Pneumatic system
Electric supply
Extracted air
Flux module
Drop-Jet in different sizes
Preheat module
IR heating, convection or combination of IR and convection
Solder module
Electromagnetic solder pot
Mini-wave 13 kg up to 2 pots

尺寸
长度从 2300 毫米起
宽度约 1730 毫米
高度约 1650 毫米
输送系统
销链式输送机
PCB 宽度：63.5 - 508 毫米
PCB 长度：127 - 508 毫米
PCB 顶面最大间隙：120 毫米
PCB 底面最大间隙：60 毫米（z 变量处 30 毫米）
最大 PCB 重量：8 千克（可选 12 千克）
介质供应
氮气
气动系统
电源
抽出空气
助焊剂模块
不同尺寸的喷射式助焊剂喷头
预热模块
红外加热、对流加热或红外与对流组合加热
焊接模块
电磁焊锡锅
小型波峰焊 13 千克，最多 2 个焊锡锅
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